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 TiX650

 640 x 480 307,200 

1280 x 960 1,228,800 

IFOV 0.87 mRad

 32° × 24°

 10 cm

 

 

 Fluke Connect  

Fluke Connect Assets  

IR-Fusion  0 %  100 %

 (PIP) 

 3.5  640 x 480 VGA 

 

  0.025 °C  30 °C  (25 mK) 

 

 

 2.5 °C

 4.0 °C 

 CMOS  500万 2592 x 1944

  < 9Hz  30Hz 

 1 640 x 240 (60Hz) 
 2 640 x 120 (120Hz)

 

SD 

  micro SD 

 

IS2

SVX  SAX 

 

  SmartView R&D 
 PC 

 SmartView R&D BMP DIB GIF JPE JFIF JPEG JPG PNG TIF  TIFF

 30 

IR-PhotoNotes
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 TiX650

 

 2.5 

100-240V AC 50/60Hz

100-240V AC 50/60Hz 9V DC/2A

  
  -40 °C  2000 °C

 ±1 °C  1 %

7 

2 

LED 

  1~8 

8~14μm

 -15 °C  50 °C  90%

 -40 °C  70 °C  90%

 90%

 10 

 5 

EN61326-1 (2013) EN61010 (2010) EN50581 (2012) ISO9001 (2015)
ISO14001 (2015)

29.4m/sec2 (IEC60068-2-6/JIS C 0040)

294m/sec2 (IEC60068-2-27/JIS C 0041)

 x  x 12.1(H) x 10.5(W) x 19.5(D)cm  

1.3 kg

IP 54 

两块
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